
FUTERRA® MCL 40 HP marine cylinder lubricant represents a revolutionary leap in marine lubrication 

technology—the world's first low-carbon, non-fossil marine cylinder oil that doesn't compromise on 

performance. Engineered with renewable carbon content and advanced MAN CAT II additive chemistry, this 

breakthrough formula delivers superior protection for slow-speed 2-stroke engines while dramatically reducing 

environmental footprint. Purpose-built for today's low-sulfur fuel requirements and tomorrow's dual-fuel 

applications, FUTERRA® MCL 40 HP proves that sustainability and peak performance can coexist in the most 

demanding marine environments.

SUSTAINABILITY LEADERSHIP

• First low-carbon marine cylinder oil with renewable carbon content

• ClassNK-validated for significant GHG reduction potential

• Non-fossil base oil technology supports IMO decarbonization goals

SUPERIOR PERFORMANCE

• Enhanced lubricity reduces friction and improves fuel economy

• Optimized for low-sulfur fuels and next-generation dual-fuel engines

• Protects against excessive cylinder liner and piston ring running surface wear

OPERATIONAL SAVINGS

• Reduced oil consumption and optimized feed rates for lower operating costs

• Extended equipment life minimizes capital expenditure

CLEANER OPERATIONS

• Helps prevent ring sticking and minimizes deposit formation on pistons, piston grooves, ring backsides, and 

combustion chamber

• Reduced soot formation and cleaner exhaust emissions

• Improved DPF regeneration times enhance system efficiency

First low-carbon marine cylinder oil with renewable carbon content

FUTERRA® MARINE CYLINDER LUBRICANT



FUTERRA® MARINE CYLINDER LUBRICANT 

FUTERRA® Marine Cylinder 
Lubricant meets the requirements of 
original equipment manufacturers. 
Please contact customer service for 
a current list of OEM approvals. 

OEM Approvals
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Typical properties are average values only and do not constitute a specification. Minor variations that do not affect product performance are to be expected during 
normal manufacture, and at different blending locations. Product formulations are subject to change without notification.
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Physical Properties TYPICAL VALUE

SAE Viscosity Grade 50

Kinematic Viscosity at 100°C, cSt, minimum 18.5

Kinematic Viscosity at 40°C 165.5

Viscosity Index 126

Base Number (BN), mg KOH/g 40

Flashpoint, COC, °C (minimum) 200


