
FUTERRA® SAE 30 System Oil delivers breakthrough performance as the marine industry's first low-carbon 

system and sealing oil engineered for next-generation alternative fuels. Featuring renewable carbon content 

and advanced synthetic base oil technology, this fully synthetic formula provides exceptional stability and 

compatibility with aggressive alternate fuels like ammonia while delivering superior lubrication for slow-speed 

2-stroke crosshead diesel engines. With MAN ES and Win GD approved additive packages and outstanding 

cold-flow properties, FUTERRA® SAE 30 System Oil ensures reliable operation across the most demanding 

marine applications while supporting your decarbonization goals.

FUTURE-FUEL READY

• High compatibility and inertness with aggressive alternate fuels including ammonia

• Renewable carbon content supports IMO decarbonization targets

• Low pour point ensures reliable cold-flow performance in ammonia fueled systems

SUPERIOR PERFORMANCE

• Advanced synthetic base oil blend delivers exceptional thermal stability and detergency

• High viscosity index maintains optimal lubrication across temperature ranges

• MAN ES and Win GD approved additive technology ensures OEM compliance

OPERATIONAL EXCELLENCE

• Dual-purpose formula serves as both system oil and sealing oil

• Superior anti-oxidant and anti-corrosive properties extend equipment life

• Fully filterable and compatible with pumps, sealing components, and filters

PROVEN RELIABILITY

• Excellent resistance to foaming maintains consistent lubrication

• Superior detergency keeps critical components clean and protected

• Multiple viscosity grades available with custom formulations possible

First low-carbon system and sealing oil for next generation alternative fuels

FUTERRA® SYSTEM OIL



FUTERRA® SYSTEM OIL 

FUTERRA® System Oil meets the 
requirements of original equipment 
manufacturers. Please contact 
customer service for a current list of 
OEM approvals. 

OEM Approvals
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Typical properties are average values only and do not constitute a specification. Minor variations that do not affect product performance are to be expected during 
normal manufacture, and at different blending locations. Product formulations are subject to change without notification.
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Physical Properties TYPICAL VALUE

SAE Viscosity Grade 30

Kinematic Viscosity at 40°C, cSt, typical 61.2

Kinematic Viscosity at 100°C, cSt, typical 10.6

Viscosity Index, typical 165

Kinematic Viscosity at 100°C, cSt, minimum 9.3

Kinematic Viscosity at 100°C, cSt, maximum 12.5

HTHS Viscosity at 150°C, cP, minimum 2.9

Brookfield Viscosity at -25°C, cP 7000-8000

Pour Point, °C, typical -34


